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Advanced Memory Device Correction (AMDC) for Servers 

 

Memory Reliability, Availability, and Serviceability (RAS) is important in servers. AMD’s studies of 

production data centers have shown that a variety of faults occur in DRAM, from those that impact a 

single bit of data, to those that impact multiple bits within a DRAM chip 1,2,3. It is important to correct as 

many of these faults as possible in the hardware to minimize the impact on software running on these 

servers and reduce costs at the data center level. This article provides an overview of AMD’s Advanced 

Memory Device Correction (AMDC) for server Dual-Inline Memory Modules (DIMMs).  

Executive Summary 
DRAM chip reliability is ~5.5x worse in DDR4 compared to DDR3.  AMD EPYC™ second-generation 

processors with AMDC are designed to mitigate this problem by correcting errors originating from a 

single DRAM chip on a x4 ECC DIMM. 

DRAM Reliability is Getting Worse 
The rate at which faults occur in DRAM is the key measure of its reliability at the technology level. Figure 

1 shows the reliability of a JEDEC DDR4 DRAM chip, the latest commercially available server memory 

technology, compared to a previous generation DDR3 chip*. The fault rate is expressed in Failures in 

Time (FIT)**.  

 

Figure 1 - The graph shows the fault rate of a DRAM memory chip in DDR3 and DDR4.  

We can observe that the DDR4 chip fault rate is approximately 5.5x the DDR3 fault rate.2,5 

 
* The DDR3 data is from a previously published study by AMD2. The DDR4 data is from an internal study carried out 
by AMD in a production data center5. The data shown in the graph for each memory generation is an average over 
DRAM parts from multiple vendors. 
** One FIT is defined as one failure every billion hours and is a standard reliability metric. 
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Overview of Error Correcting Codes for DRAM 
An illustration of a DIMM is shown in Figure 2.  A DIMM consists of several DRAM memory chips. Each 

chip is part of a “rank”. All chips in a rank are accessed in parallel when reading from or writing to memory. 

Since each chip in a rank contributes part of the data required for a memory access, it is important to 

minimize errors in the data sent to the processor that were caused by faults in the DRAM chips. This 

requirement can be fulfilled by hardware using an Error Correcting Code (ECC).  

An ECC is a mathematical function that takes the data bits as input and transforms the data into a new 

representation. This new representation of the data is then written to memory. When this transformed 

data is later read by the processor, this representation is fed through the same mathematical function. 

Based on the specific ECC algorithm, the function can detect and possibly correct any errors in the data 

sent to the processor. 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

AMDC Overview   
AMD’s server processors implement a memory ECC algorithm known as Advanced Memory Device 

Correction (AMDC). AMDC is designed to correct any number of faults that occur within a single DRAM 

chip in a rank. AMDC achieves this correction capability by using a type of ECC that allows large groups of 

bits to be corrected with negligible memory performance impact. For example, consider the scenario 

x4 x4 x4 

Chip 0 

Rank 

DIMM 

Figure 2 - DIMM memory components and access. The DIMM shown here consists of one rank that has ‘n’ memory 
chips. Each chip is 4-bits wide. When the rank is accessed, each chip contributes 4 bits of data during a DRAM burst. 
The memory controller in the AMD processor implements ECC algorithms designed to detect and correct errors in 
the DRAM chips and the interface between memory and the controller before the data is sent to the processor.  
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where Chip 1 in Figure 2 has a fault that can cause multiple bits of error if a memory request accesses the 

fault. AMDC is designed to correct those errors before the data is sent to the processor. 

AMDC works with standard DDR4-compliant ECC RDIMMs. Such RDIMMS are composed of DRAM chips 

that contain data and ECC bits. Figure 3 shows a DDR4 DIMM rank that uses AMDC. The rank is composed 

of x4 chips. A memory request accesses 16 data chips and 2 ECC chips per rank. For the DDR4 burst length 

of 8 (BL=8), 512 bits are transferred from the data chips D0-D15 and 64 AMDC code bits are transferred 

from the ECC chips. Thus, AMDC uses existing ECC chips on RDIMMs to provide the data protection.  

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

AMD has collected several billions of hours of DRAM data from production data centers and this field 

data provides insightful statistics on the type of faults that occur in real DRAM chips. The data has 

shown that there are a variety of fault patterns that occur within a DRAM chip 1,2,3.  

AMDC is designed to correct errors originating from any number of faults within a single DRAM chip, 

including those ranging from single-bit faults to those spanning single columns, rows, banks, and even 

multiple banks within a DRAM chip.  

 

The result is that AMD Advanced Memory Device Correction (AMDC) helps data centers limit 

uncorrectable memory faults, and minimize their hardware, IT, and maintenance costs.  
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Figure 3 - A DDR4 ECC RDIMM with x4 data and ECC chips. AMDC uses the existing ECC chips on the RDIMM to 
provide memory protection.  

Cache Line Transfer 
512 bits from chips D0 – D15 and 64 AMDC code bits from ECC chips 0 and 1. 
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